








Stay clear of all 

moving parts.

Moving parts can 
cut or crush hands, 
feet, arms or legs.

WARNING
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Know the Hazards



















23 Daily Safety Check





25 Be a Safe Operator











 

DANGER
Batteries can produce explosive gas. Do 
not smoke, use open flame, or create an arc or 
sparks near this battery.  Ventilate well when in an 
enclosed area and when charging.

This battery contains Sulfuric Acid which causes 
severe burns.  Do not get in eyes, on skin, or 
clothing. In case of contact, flush immediately and 
thoroughly with water.  Get medical attention if your 
eyes are affected.





DANGER
Batteries can produce explosive gas. Do 
not smoke, use open flame, or create an arc or 
sparks near this battery.  Ventilate well when in an 
enclosed area and when charging.

This battery contains Sulfuric Acid which causes 
severe burns.  Do not get in eyes, on skin, or 
clothing. In case of contact, flush immediately and 
thoroughly with water.  Get medical attention if your 
eyes are affected.

Recommended battery size
175 to 185mm (6.9 to 7.3 in) wide
265 to 305 (10.4 to 12.1) long
225 to 285 (8.8 to 11.3) high

Min. batt. wt. 22.7 kg (50 lbs) each.

Undersize and underweight batteries 
can affect vehicle handling and stability. 
you could have an accident. 
Connect batteries as shown.

WARNING

WARNING
Minimum battery size allowed

000 mm (00.00 in.) wide
000 mm (00.00 in.) long

Undersize battery can affect truck 
handling and stability. You could 
have an accident.
Use U.L. classified Type E battery.
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 CAUTION

Connect charger 
properly or truck 
can be damaged.

Make certain 
charger is plugged 
into the battery 
connector, not the 
truck connector. 
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Stay clear of all 

moving parts.

Moving parts can 
cut or crush hands, 
feet, arms or legs.

WARNING

 WARNING

Minimum battery size allowed

XXX mm (XX.XXin.) wide

XXX mm (XX.XX in.) long

Undersize battery can affect truck 
handling and stability. You could have 
an accident.
Use U.L. classified Type E battery

Batteries can produce explosive gas. Do 
not smoke, use open flame, or create an arc 
or sparks near this battery. Ventilate well when 
in an enclosed area and when charging.

This battery contains Sulfuric Acid which 
causes severe burns. Do not get in eyes, 
on skin, or clothing. In case of contact, flush 
immediately and thoroughly with water. Get 
medical attention if your eyes are affected.
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